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BMP-1M
BMP-1 Armored Infantry Combat Vehicle with 
‘KBA-105ТB ‘Shkval-А’ Remote Weapon Station 
(RWS)
Enhanced fire power RWS is designed to defeat 
ground and low-flying targets. RWS is controlled 
by special fire control system and stabilizer.

ARMORED INFANTRY COMBAT VEHICLE

BMP-55 is designed and produced on the basis of T-55. From the existent 
samples BMP-55 differs by antiprojectile armor and forward location 
of engine transmission compartment, that significantly enhances the 
protection of crew. The particular difference of the vehicle is the location 

of troop’s ramp in the stern that allows inserting the force 
under the shelter of armored vehicle hull. Engine and 
transmission are installed in one block adapted to quick 
replacement.

BMP-55 
ARMORED INFANTRY COMBAT VEHICLE

28,5 t

5TDF

60 km/h

6200х3210х1950

3+8
Crew:

Weight:

Engine:

Maximum Speed:

Dimensions:

6735x2940x2450

3+8

13,2 t +2%

UTD-20

65 km/h

Crew:

Weight:

Engine:

Maximum Speed:

Dimensions:

Machine gun NSVT
Caliber 12,7 mm

Armament:

Automatic gun ZTM-1
Caliber 30 mm
Machine gun  PKT
Caliber 7,62 mm
Antitank guided missile system Complex 212
Missile type RK-2S
Automatic grenade launcher АG-17
Caliber 30 mm

Armament:

BMP-64
BMP-64 is designed and produced on the basis of T-64 Tank, has cannonproof armor 
and forward located engine transmission compartment, the bottom of which contains 
additional anti-mine protection. Vehicle can be subsumed into the MRAP category 
(Mine Resistant Ambush Protected), so as such with the enhanced sustaining 
power to countermining and protection from ambushing. The distance fire control, 
TV sight with self-sufficient stabilizer, cameras of wide and narrow range of 
vision, thermal camera, and laser rangefinder are also provided. Driver is 
equipped with TV surveillance scope.

ARMORED INFANTRY COMBAT VEHICLE

BMP-K-64 is designed and produced with the 
application of units and aggregates of T-64 Tank.  
From the existent samples of wheeled APC/IFV 
differs by anti-shell armor and forward location of 
engine transmission compartment that significantly 
enhances vehicle’s protection.

BMP-K-64 
WHEELED ARMORED INFANTRY 

FIGHTING VEHICLE

6500х3300х1950

3+12

34,5 t

5 TDF

60 km/h

Crew:

Weight:

Engine:

Maximum Speed:

Dimensions:

21,5 t

5TDF

105 km/h

6000x3100x1900

2-3+8
Crew:

Weight:

Engine:

Maximum Speed:

Dimensions:

Armor protection:

Front armor 270 mm
Board armor 82+20 mm
Rear plating 40 mm
Bilge armor mine protection
Doors for landing troops Rear door location

Armament:

Launchers 2 AAC, 1 ATMS
Gun 2А42
Caliber 30 mm
Machine gun PKT
Caliber 7,62 mm
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